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Brand Name KR 11H/1 اســـم المنتج 

Product Paper label on aluminum foil adhesive 
(Cheese Triangle Labeling) 

   بطاقات تاورق علي شرائح الألومنیوملاص
 )تغلیف مثلثات الجبن(

 المنتج

Lab. Code ADH – 3 – 5 كود معملـي 
 
 

Applications 

Synthetic adhesive produced with the 
highest quality of raw materials. 
 

Formulated for food industries’ 
packaging, especially suitable for 
labeling cheese triangles: adhesion of 
printed-paper on aluminum foil. 
 

Suitable for use on high-speed 
automatic machines without affecting 
metal parts and hence reducing 
machine stops for maintenance. 

 . الأولیة الخام المواد بأجود مصنع فاخر، غراء
صمم خصیصاً لشركات الأغذیة ومصانع إنتاج 

الجبن المطبوخ، للصق ورق الدعایة علي الفویل 
  .، في جبن المثلثات)رقائق الألومنیوم(
 

 یؤثر ولا السریعة الماكینات أحدث على یعمل
 علیھا یحافظ مما للماكینة الداخلیة الأجزاء على
 الأعطال معدل إنخفاض بالتالي و تلف، دون

  .المتكررة

 الاسـتـخــدامات

Base Water soluble 
synthetic polymer 

 أساسھا صناعیة بولیمرات
  مائي

 الأساس

Color Translucent aqueous 
liquid اللــــــون شفاف شبھ سائل Properties 

Safety Neither flammable nor 
toxic – Solvent free 

 أو للاشتعال قابل غیر
 على یحتوي ولا سام،
  . طیارة مواد

 الأمـــــان

 المــواصفــات

Before drying of the film  قبـل جفـاف الطبقة اللصق 

Solid Content 14 ± % 1 المـــادة الصـلـبــــة  

Viscosity 1700 ± cps /23°C ـةالــلــزوج  

pH 5 –6 الرقـم لھیدروجیني  

Setting time 10 – 12 minutes for 0.25mm زمـــــن الجـفــــاف  

After drying of the film بعد جفـاف الطبقة اللصق  

Appearance  Transparent المظــھـــــــر  شفاف 

Technical 
Info. 

Elasticity Elastic الـلیــــونـــــة مرن 

 معلومــات فنیــة

Shelf life & 
Storage 

Valid for one year from production date 
if stored in its original tightly closed 
container in a dry place away from 
direct sunlight and excessive heat. 

 شرط المدون، الإنتاج تاریخ من عام لمدة صالح
 وأشعة حرارة عن بعیداً وحفظھا العبوة، سلامة

  .التھویة جید بمكان شرةالمبا الشمس

الصلاحیة 
 والتخـزیـن

Packing 15 kg to 125 kg التـعبئــة  كجم 125 الي 15 من 
 

Disclaimer: The information & data contained herein are given in good faith but without warranty. We recommend that before using our products, the 
customer should make his/her own tests to determine the suitability of the products for his/her own purpose under his/her operating conditions. As the 
circumstances under which our products are stored, handled and used are beyond our control, we cannot assume any responsibility for their use by the 
customers.  


