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Brand Name KB 68 
 

 اســـم المنتج

Product Remoistenable Adhesive 
 

 المنتج  غراء لسان
Lab. Code ADH – 4 – 3 كود معملـي 

 
 

Applications 

 

Pale yellow transparent viscous liquid 
remoistenable adhesive, free of any 
unpleasant taste. It exhibits a high 
binding power and is free of 
plasticizers. It has a quick setting and 
can be diluted with water.  
 

After application, the film formed can 
be remoistened to give a high 
tackiness power. 
 

For all kinds of envelope stamps and 
paper rolls and all kinds of craft paper 
products.  
 

  

 مائل للاصفرار، ،لزوجة عالیةشفافیة وسائل ذو 
خالي من أیة مذاق غیر مقبول، لـھ قوة لصق 
عالیة، كما انھ خالي من أیة ملدنات بالإضافة 

 .یمكن تخفیفھ بالماء سریع الجفاف ولأنھ
  

یعطي بعد الجفاف قوة لصق عالیة سواء على 
أو ) لبل بالماء ثم اللصقل(لسان الأظرف 

  . ورق الكرافت وجمیع منتجاتھ، كذلكالطوابع

 الاسـتـخــدامات

Base Blend of modified 
starch 

مخلوط من أنواع النشا 
  المحورة

 الأساس

Color Yellowish White اللــــــون  أبیض مائل للاصفرار 
Properties 

Safety Neither flammable nor 
toxic – Solvent free 

شتعال أو غیر قابل للا
سام، ولا یحتوي على 

 مواد طیارة
 الأمـــــان

 المــواصفــات

Before drying of the film  قبـل جفـاف الطبقة اللصق 
Solid Content 62  2% المـــادة الصـلـبــــة  
Viscosity Low الــلــزوجـة  
Ph 7 الرقم الهيدروجيني  
Setting time Quick  زمـــــن الجـفــــاف  سریع  
After drying of the film بعد جفـاف الطبقة اللصق  
Appearance  Transparent/Gloss المظــهـــــــر  شفاف لامع 

Technical 
Info. 

Elasticity Flexible  الـليــــونـــــة  مرن 

معلومــات 
 فنيــة

Shelf life & 
Storage 

Valid for one year from production date 
if stored in its original tightly closed 
container in a dry place away from 
direct sunlight and excessive heat.  

صالح لمدة عام من تاریخ الإنتاج المدون، شرط 
سلامة العبوة، وحفظھا بعیداً عن حرارة وأشعة 

  .الشمس المباشرة بمكان جید التھویة

الصلاحية 
 والتخـزيـن

Packing 15 kg to 125 kg  التـعبئــة   كجم125 الي 15من 
 

Disclaimer: The information & data contained herein are given in good faith but without warranty. We recommend that before using our products, the 
customer should make his/her own tests to determine the suitability of the products for his/her own purpose under his/her operating conditions. As the 
circumstances under which our products are stored, handled and used are beyond our control, we cannot assume any responsibility for their use by the 
customers.  


